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ASUS WL-5XX Series Wireless
Router Internet Configuration

User’s Guide
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Chapter 1 Introduction:

This document describes how to set up ASUS WL-5XX series wireless router to getting
connection to the Internet and provides troubleshooting tips to help you fix some simple
problems.

Chapter 2 Connecting the wireless router

The figure below illustrates a connection diagram example.

Wall power outlet

ASUS Wireless Router ﬂ

Wall telephone outlet

Chapter 3 Getting to know your Internet

connection type

The router supports following connection types: Automatic IP, Static IP, PPPOE,

PPTP, and Bigpond

<~ By default, the Router’s Internet Connection Type is set to Automatic IP, which
should be kept only if your ISP (Internet Service Provider) supports DHCP
(Dynamic Host Configuration Protocol) or you are connecting through a dynamic

IP address.

< If your ISP has assigned you a permanent, fixed (static) IP address for your
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computer, select “Static IP”. In this type, you should have a static IP address from
your ISP, and Subnet mask, Gateway IP address are necessary.

<> Most of DSL-based ISPs use PPPoE (Point-to-Point Protocol over Ethernet) to
establish Internet connections, select “PPPOE”. If you are connected to the
Internet through a DSL line, check with your ISP to see if they use PPPOE. In this
type, you should have Username and Password from your ISP.

<> Point to Point Tunneling Protocol (PPTP), is a service that usually applies to
connections in some European countries only. In this type, you should have IP
address, Subnet mask, Default Gateway, Username and Password from your ISP.

<~ BigPond is a service used in Australia only. If you are using a Bigpond
connection, check with your ISP for the necessary setup information.

Chapter 4 Configuring the router

4.1 Enter into router’s Web-based configuration page

1. Open browser and type router’s IP address: http://192.168.1.1 (the default address)

-l JEAE

=) (&) G s R )
e [ bl 192.960.1. =l

ﬂ Action canceled

Irtarnat Caplorer mas uratie 1 Ink 1o the Web page you
requestnid. The pags might be tnrgsarardy unavadalis,
Plaszs try the falloming Fwwnrcd bin |92 IBALEY

® GChick the [7) Refresh button, or try again later

LSO

]
P . —

A

-

with a network cable so that you are able to login the router.

2. Input username and password, both of them: admin (the default value)

3. Click “Cancel” when show “do you like to start Quick Setup directly” (if you
want to use Quick Setup, please refer to manual or Quick Start Guide’s

NOTE: If you are using WL-530g, make sure that WAN port is securely plugged in
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description).

4.2 WAN Connection Type ---- Automatic IP

1.

Click IP config =» Select WAN Connection Type as Automatic IP.

ASUS Wireless Router

Selact L hd
Home Gateway elect Language I

IP Config - WAN & LAN

]
WLEO0W supports several connection types to WaAN, These types are selected from the drop-
down menu beside WaAN Connection Type. The setting fields will differ depending on what kind of
connection type you select.

WAN Connection Type:

WAN Connection Speed: IAutu negotiation 'l

WAN [P Setting

IP Address:

Subnet Mask:

Default Gateway:

WAN DNS Setting

Set other configuration if you want (this part you could read manual for details),
then click Finish.

Click Save & Restart to save and activate your settings.
ASUS Wireless Router

Home Gateway

|Select Language 'l
Save & Restart

SaveRestart will save all setting you have changed to WLE00W and restart it. Please click
Save®Restart button to continue,

e

wait until home page of router shows up, if the home page didn’t show,

Please
you could choose Refresh to return.

Check if the WAN interface gets a dynamic IP address and related information.
Click Status & Log =» Status, WAN interface will show WAN information.
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<=} ASLIS Wireless Router - Microsoft Internet Explorer

File Edit ‘ew Favorites Tools Help

@Back - J - Iﬂ |§| ,I\J | /‘T'Search \in‘\'( Favarites @| '_:_" -\; w] - 7‘ ﬁ a ‘3

Address I@j httpiff192.168. 1, 1findex. asp

ASUS Wireless Router

yi— 85—

Home Gateway

ISeIect Language 'l

Status & Log - Status

System Time: IThu, 01 Jan 1970 00:03:29 +0000{210 secs since boaot)

WAN [nterface

Connection Type: IAutomatic P

-#PREFRERERERERRE

IP Address: |192.168.1?4.1D1

Subnet Mask: |255.255.255.D

Default Gateway: |192.188.174.250

DNS Servers: |192.188.128.1D 182.168.128.4 172.22.252.
Connection Status: IConnecled

Action: Disconnect | Connect |

B Logout
= Printer Model:

4.3 WAN Connection Type ---- Static IP

1. Click IP config =» Select WAN Connection Type as Static IP.

ASUS Wireless Router

y—8—y

Home Gateway

ISeIect Language ¥

IP Config - WAN & LAN

WLEOOW supports several connection types to WaN. These types are selected from the drop-
down menu beside WaN Connection Type. The setting fields will differ depending on what kind of
connection type you select.

WAN Connection Type: IStatic IP b
WAN Connection Speed: IAum negotiation 'l

WAN [P Setting
IP Address: I

Subnet Mask: I
Default Gateway: I

WAN DNS Setting

Get DNS Server automatically? @«

DNS Servert: _

2. Configure WAN IP and DNS Setting=» Input IP Address, Subnet Mask, Default
Gateway and DNS Server provided by your ISP. The example in the figure below
is for reference.
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Home Gateway : . |Select Language vI

WAN Connection Speed: IAuto negatiation 'l

IP Address: |192 168.2.18
Subnet Mask: |255 2552550
Default Gateway: |192 168.2.1

WAN DNS Setting

Get DNS Server automatically? o Yes ol Mo

DNS Servert: |192 168.2.80
DNS Server2: I

BOUS

3. Thenclick Apply.

4. Set other configuration if you want (this part you could read manual for details),
then click Finish.

5. Click Save & Restart to save and activate your settings.

6. Please wait until home page of router shows up, if the home page didn’t show,
you could choose Refresh to return.

4.4 WAN Connection Type ---- PPPOE

1. Click IP Config = Select WAN Connection Type as PPPOE.

File Edit Wiew Favorites Tools Help

@Back - -\) - d @ _-_:] | /_-\J Search \;::f Favorites €3| i._-%’v .,;; ] - _] ﬁ B 3

Address I@j http:ff192,168.1.1findex. asp

B ASUS Wireless Router

ISeIect Language 'l
Home Gateway e

IP Config - WAN & LAN

WLEDOW supports several connection types to WAN. These types are selected from the drop-
down menu beside WaN Connection Type. The setting fields will differ depending on what kind of
connection type you select.

WAN Connection Type: lm

WAN Connection Speed: IW

IP Address:
Subnet Mask:
Default Gateway:

WAN DNS Setting

______ Get DNS Server automatically? @«

DNS Servert:

2. Configure “PPPoE Account”=» Input User Name, Password that provided by
your ISP
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3 ASUS Wireless Router - Microsoft Internet Explorer

File Edit ‘Wew Favortes Tools Help

@Back = -J if u @ _;\_] | /.__} Search ‘?‘/1'\'( Favorites €}| .7".v "; lﬂ ™ _" ﬁ & ‘3

Address [&] htp:/(192,168.1, 1findex. asp

ASUS Wireless Router

AsUs

Home Gateway

ISeIect Language 'l

DNS Servert:

DNS Server2:

PPPoE or PPTP Account

|ads|354587

User Name:

Password: sessnecnn

Idle Disconnect Time in seconds{option): 1800 I Tx Only
1492

MRU: 1452

Service Name(option):

Access Concentrator Name(option):

T

Enable PPPoE Relay? Coves F g

Special Requirement from ISP

Then click Apply.
Some ISP may have special requirement such as Host name, in this case, please
receive the information from your ISP and fill out it in the configuration page.

service Namejoption):

Access Concentrator Name(option): |

Enable PPPoE Relay?

Speciz! Requirement from ISP

f WAN & LAN
fil DHCP Senver

Host Name:

MAC Address:

Firewall

. LAN I[P Setting

s&Llog IP Address: I192.1GB.1.|1
Subnet Mask: ]255_255_255.0

Restore | Finish | | Apply

I'_'.' Port Forwarding

Set other configuration if you want (this part you could read manual for details),
then click Finish.

Click Save & Restart to save and activate your settings.

Please wait until home page of router shows up, if the home page didn’t show,
you could choose Refresh to return.

Check if the WAN interface gets a dynamic IP address and related information.
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Click Status & Log =» Status, WAN interface will show WAN information.
U=

Status & Log - Status

Home
”. - System Time: ]Wed_ 27 Jun 2007 04:45:43 +0000(66 secs since boot)

WAN Interface

NAT Setting WAN Type: IPPPoE
Internet Firewall

IP Address: |58.3?’.135.36

Subnet Mask: |255.255.255.255

Gateway: |222_?2_255_201

DNS Servers: |202.109.14.5 202.96.209.5

i Routing Table Link Status: |‘3°”"ecmd
E System Log

B Logout Action: Disconnect ‘ Connect J

LAN Interface

4.5 WAN Connection Type ---- PPTP

1. Click IP config =» select “WAN Connection Type” as PPTP.

<3 ASUS Wireless Router - Microsoft Internet Explorer

File Edit Yew Favorites Tools Help

@Back - \_/] * u lg 5;\1 | /,_-’ Search \;‘\'( Favarites {:ﬂ| v f ﬂ - _’J ﬁ a ‘3

Address ISE[ htkp: /{192,168, 1.1 findex. asp

ASUS Wireless Router

y——y

Home Gateway

ISeIect Language 'I
IP Config - WAN & LAN

WLEDOW supports several connection types to WaN, These types are selected from the drop-
down menu beside WAN Connection Type. The setting fields will differ depending on what kind of
connection type you select,

WAN Connection Type: FFTF ™
WAN Connection Speed: Auto negotiation hd

WAN IP Setting

IP Address: 220.13.34.56
Subnet Mask: 255.256.255.0
Default Gateway: 220.13.34.234

WAN DNS Setting

Get DNS Server automatically? w

DNS Serverl: _

2. If necessary, configure WAN IP Setting=>» Input IP address, Subnet Mask,
Default Gateway that provided by your ISP.

3. Configure “PPTP Account=>» Enter the User Name and Password provided by
ISP.



2} ASUS Wireless Router - Microsoft Internet Explorer . |

Flle Edit Wiew Favorites Tools Help ‘ o

@Ba(k - - |ﬂ @ V;j‘/i\ﬁﬁear[h \;.}(Favnrltes &) ‘ I"E)' :f w8 ﬁ 23

Address [i€] hitp:f192.185. 1.1 findex. asp

BN

ASUS Wireless Router

==
Home Gateway = = =  FILEEEMErS 1 Select Language ¥ a

PPPoE or PPTP Account

User Name: |295347173

Password: | ........

Idle Di Time in i 1800 ™ Tx Only
- 2 |
Service Name(option): _

Enable PPPoE Relay? “ Yes ® Mo

Special Requirement from ISP

Host Name:

MAC Address: OOED4CEAT111 =

HeartBeat Server:

LAN IP Setting

1P Address: 192 166.1.1 |
[&]Done [ [@mternet

Then click Apply.
Some ISP may have special requirement such as Host name, in this case, please
receive the information from your ISP and fill out it in the configuration page.

service Namejoption):

Access Concentrator Name(option): |

Enable PPPoE Relay?

Speciz! Requirement from ISP

Host Name:

MAC Address:

cart-Beat Server:

LAN I[P Setting

IP Address: 192 16811
Subnet Mask: ]255_255_255.0

: Restore | Finish_| | Awply |
Set other configuration if you want (this part you could read manual for details),
then click Finish.

Click Save & Restart to save and activate your settings.

Please wait until home page of router shows up, if the home page didn’t show,
you could choose Refresh to return.
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4.6 WAN Connection Type ---- BigPond.

1. If you are using a BigPond connection, check with your ISP for the necessary
setup information.

= ASUS Wireless Router - Microsoft Internet Explorer

File Edit ¥ew Favorites Tools Help

@Back - ‘_F) o IJ Ig _h | /‘._k' Search \r;n;( Favarites €3| £ ::_- f ﬂ > _l ﬁ & ':f‘

Address I@‘] htkp:f192,168. 1,1 findex.asp

ASUS Wireless Router

y——y

Home Gateway

IP Config - WAN & LAN

WLEOOW supports several connection types to WaN, These types are selected from the drop-

connection type you select,
WAN Connection Type: -
Auto negotiation hd

WAN Connection Speed:

WAN IP Setting

IP Address:

Subnet Mask:

Default Gateway:

WAN DNS Selting

Get DNS Server automatically? o & Mo

DNS Servert:

Chapter 5 Troubleshooting

Here are some tips for correcting simple problems you may have.
< Be sure to restart your network in this sequence:
1. Turn off the modem, wireless router, and computer;
Turn on the modem, wait two minutes;
Turn on the wireless router and wait 1 minute;
Turn on the computer.

Mo

<> Make sure the network cables are securely plugged in.
» The WAN light on the wireless router will lit if the network cable to the wireless
router from the modem is plugged in securely and the modem and wireless router
are turned on.
* For each powered on computer connected to the wireless router with a securely
plugged in network cable, the corresponding LAN port status light will lit. The
front panel of the wireless router identifies the number of each LAN port.

ISeIect Language 'I

down menu beside WAN Connection Type. The setting fields will differ depending on what kind of
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<> Make sure the network settings of the computer are correct.
» Some cable operators authenticate the MAC address of the computer registered
on the account. The MAC address here is the physical hardware address on your
computer’s network adaptor. If your Internet connection doesn’t work, try to
clone the computer’s MAC Address on the router.

1. In Windows desktop, select Start=» Run =>type “cmd” command.

®' Set Program Access and Defaulks

oL

:':‘._'.y_.. Windows Catalog

% ‘Windows Update

m Programs 4
2 Documents 4

[:! » Settings 5

4+ Search *
9 Help and Support _ —9—]—}-<-§

. Type the name of a program, folder, document, or
' Inkernet resource, and Windows will open it For wou,

Log OFF Sally, .. LR -:]

Windows XP Professionsl

€ 3' Turn OFf Computer, .,
Ok | Zancel i Browse. ., ]

@istart | @ YW © (@ | &) Asus wirek
2. Type “ipconfig/all” to show computer’s Physical Address (MAC Address).

WINDOWS' system32'cmd.exe

Host Mame . . . . . . . . . . . . ¢
Primary Dns Suffix . . . . . . . :
Mode Type . . . -« . &« & &« &« & « o =
IPF Routing Enabled. . . . . . . . :
WINS Proxy Enabled. . . . . . . . @

Ethernet adapter Local Area Connection:

Connection—specific DHNS Suffix

Degcrdption . . - . . . . . . . . : Realtek RIL8167-8118 Family Gigabhit
Ethernet NIC

Phyzical Addres=. . . . . . . . .0L: BA-EB-4C-69-18-36

Dhecp Enabled. . - . . . . . . . . =

IP Address. . . . . . . . . - . - = 192_168_1.22

Subnet Mask . . . . . . . . . . . & 255.255.255.8

Default Gateway . . . . . . . . . =

Ethernet adapter Wireless Metwork Connection:

Media State . . . . . . . . . . . & Media disconnected

Descrdption . . . . . . . . . . . & Intel{R> PRO-Wireless 3745ABG Metwor
k Connection

Physical Address. . . . . . . . . @ BA-13-B82-B2-A3-6D

C:“Documents and Settings“Sally>
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